
WE’RE NOT JUST CREATING 
REMOTE CONTROLS, 
WE’RE CREATING 
A SAFER WORKPLACE 
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HETRONIC 

 

for process and equipment control applications in the industry. 

 
 

Battery 9.6V 600mAh NiMH 

SPECIFICATIONS 
 

 

HOUSING • Impact Resistant 
Polymer 

EXTINGUISING AGENT • Water, CO2 

 

DIMENSIONS • H: 66.3mm x W: 60mm x D: 22.1mm 
• H: 2.61” x W: 2.36” x D: 0.87” 

CAUTION • Do not short circuit 

• Do not crush 

• Do not heat or incinerate 

• Do not immerse in any liquid 

WEIGHT • Max. 130g (0.29 lbs.) RECYCLE • To be recycled and disposed properly 
 

ENVIRONMENTAL 
PROTECTION 

• Min IP 65   

DISCHARGING 

TEMPERATURE/ 
STANDARD CHARGING 
TEMPERATURE 

RAPID CHARGING 
TEMPERATURE 

• -10C to +55C 
(14F to +131F) 

 

•    0C to +40C 
 (32F to +104F) 

 

•    10C to +35C 
 (50F to +95F) 

 

  

BATTERY RATING/TYPE • 9.6V 600mAh NiMH rechargeable    

HUMIDITY RANGE • 0 to 97% max. non-condensing   

    

    

 

http://www.hetronic.com/


BATTERY SAFETY & HANDLING  To ensure proper use of the battery and prevent hazards, please read this manual carefully before handling.  
CRM data: Nickel (Ni) (35.5%), Nickel Hydroxide (Ni(OH)₂) (28.5%), Cobalt (Co) (7.6%), Lithium Hydroxide (LiOH) (0.3%). 
Extinguishing agent: Water, CO₂  
1. Cautions in Use  
• Do not expose the battery to direct sunlight or dispose of it in fire.  
• Do not put the battery in a charger or equipment with wrong terminals connected. • 

 Use only the cable and connector included in the battery, do not modify   
• Avoid short-circuiting the battery.  
• The battery is for exclusive use with the Flaem product according to the product manual   
• Avoid excessive physical shock or vibration.  
• Do not crush.  
• Do not heat or incinerate.  
• Do not disassemble or deform the battery.  
• Do not immerse in water.  
• Do not use the battery mixed with other different make, type, or model batteries.  
• Keep out of the reach of children.  
2. Charge and Discharge  
• Battery must be charged in appropriate charger only.  
• Never use a modified or damaged charger.  
• Do not leave battery in charger over 24 hours.  
3. Storage  
•  Store the battery in a cool, dry and well-ventilated area.  
4. Disposal  
•  Regulations vary for different countries. Dispose of in accordance with local regulations.  



 
 

                                             SPECIFICATION  
FOR  

       NICKEL-METAL HYDRIDE  
RECHARGEABLE BATTERY PACKS   

Model  2/3AAx 8  

Nominal Volta e  9.6 v  

Capacity  Typical  650 mAh/O.2 CmA@20 0C  

Minimum  600 mAh/O.2 CmA@20 0C  

Charge  Standard  0.1 CmA for 14 hrs.  
Rapid  0.5CmA for 

2.2hrs.(approx.) A V 0-
5mV/ce11, Temp. cut-off = 
45—50 0C , dT / dt=O.8 0C/ 
min. Ta = 040 0C.  

Trickle  0.03 CmA ( time must to be advised  
according to the condition of cut-off )  

Maximum Dischar e Current  1.0CmA Continuous 3.0CmA Pulse  

Dischar e Cut-off Volta e    

C cle Life  300 c cles condition as ara 3-3  

Applicable 
Temperature  

Standard Charge    

Rapid Charge    

Discharge  c  
- 10+-60 c *  

Storage  Within one year  -200c-+20C  
 Within 3 months  -200-+300c  

Within I month    

Relative Humidity Range  65%±20%  

Wei ht  Approx. 105  
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5. Safety Requirement for User  

Please keep in mind the following points when operating, designing, or manufacturing your 
equipment.  

l. Do not short circuit the battery. Do not connect the positive and the negative terminals with a wire 
or other metal items, as this will cause a large flow of current through the battery. It may damage 
the battery.  

2. A proper charge is needed prior to use. Reverse charging is not acceptable.  
3. Do not charge / discharge with more than the specified current.  
4. Do not attempt to take the battery apart or subject to pressure or impact. The parts of the battery 

will be damaged, when the battery has ruptured, heat may be generated or fire may result. The 
alkaline electrolyte may harm the skin or eyes or damage clothing upon contact.  

5. Do not heat, incinerate or mutilate the cell/battery. The battery may swell or rupture and it may 
explode or release alkaline electrolyte.  

6. Do not solder directly to the cell/battery. It may damage the cell/ battery.  
7. If any abnormally or problem is found while using the battery, stop its use, and bring it to your 

local dealer. Please do not attempt to fix or take the battery apart. It may cause danger to you.  
8. Charge the battery only with a charger specified by Battery or with a charger that meets our 

specified conditions. Charging under other conditions can cause overcharging and loss of 
charging control, and can cause the battery to leak, overheat, burst, or catch fire.  

9. Avoid batteries to be used in any airtight compartment. Ventilation should be provided inside the 
battery compartment; otherwise batteries may generate hydrogen gas, which could cause an 
explosion if exposed to an ignition source.  

10. When connecting a battery pack to a charger, please ensure the polarity is correct.  

l l . The life expectancy may be reduced if the cell / battery is under adverse conditions, such as extreme 
temperature, deep cycling, excessive overcharge /over-discharge, etc.  

12. Do not mix batteries with other battery brands or batteries of a different chemistry such as alkaline 
and zinc carbon.  

13. Do not mix new batteries in use with semi-used batteries, over-discharge may occur.  

14. Store the cell / battery in a cool dry place.  

15. Keep away from children. If swallowed, contact a physician at once.  

16. If notice any noise, excessive temperature or leakage from a battery, please stop to use it.  

17. When the battery is hot, please do not touch it or handle it, until it cooled down.  

18. Do not remove the outer sleeve from a battery pack nor cut into its housing.  
19. When battery running out of power, please switch off the device to avoid over-discharge.  
20. When not using a battery, disconnect it from the device.  

21. Proper way to unplug a battery is to hold the connector and not by pulling at its electric wire.  
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22. After use, if the battery is still hot, allow it to cool in a well-ventilated place out of direct sunlight 
before recharging it.  

23. Avoid put a battery into water or seawater.  
24. During long term storage, battery should be charged and discharged once every half a year.  


